Network Coordinator Report
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Abstract This report includes an assessment of thaly quick responses to system errors reported by the
network performance in terms of lost observing tim€ield System or local station equipment such as their
for calendar year 2014. Overall, the observing time losstenna control units.
was about 12%, which is an improvement of about 4% This network performance report is based on cor-
over the previous year due primarily to fewer antennalator reports for experiments in calendar year 2014.
issues at the observatories and less data loss assignekhmreport includes results for the 154 24-hour sessions
the DAS terminal. A table of relative incidence of probthat had detailed correlator reports available as of Jan-
lems with various subsystems is presented. The mastry 27, 2015. The data set examined includes approx-
significant identified causes of loss were the scheduledately 632,594 dual frequency observations. Results
VGOS testing, which accounted for 28 IVS sessiorfser 94 experiments were omitted because either they
being missed, and bad weather (accounting for abomére correlated at the VLBA, they were not correlated
35% of the loss assigned and reported as miscellget by CRTN, or correlation reports were not available
neous problems). After miscellaneous, antenna issumsthe IVS data centers. Experiments processed at the
were next at about 15% of data loss, followed by ré/LBA correlator were omitted because the informa-
ceiver problems at 14%. RFI was 13%, which is 6.6%on provided for them is not as detailed as that from
higher than in 2013. Problems with the electronics radlark IV correlators. The experiments that were not
amounted to 12%. Less than 1.5% of the losses amrrelated or did not have correlator reports available
curred for unknown reasons. yetinclude some JADE, CRF, APSG, AUST14, OHIG,
R&D, T2, RV, CRDS, EUR, and all the A14 sessions.
In summary, roughly 70% of the data from scheduled
24-hour sessions for 2014 are included in this report.
That is similar to the coverage of reports for many pre-
vious years.
The overall network performance was for the most part An important point to understand is that in this
very good. RFl in S-Band continues to be a source géport, the network performance is expressed in terms
loss and increased by 6.6%. Bad weather in the Paci§i |ost observing time. This is straightforward in
Rim caused wind stows. Antennas with moving pargases where the loss occurred because operations
fail or require system maintenance. The Mark 5 recorgiere interrupted or missed. However, in other cases,
ing system accounted for 4% of data loss, and mgstis more complicated to calculate. To handle this, a
of that can be assigned to failed disk modules. Oveipn-observing time loss is typically converted into an
all, operator performance was very good with genegguivalent lost observing time by expressing it as an
approximate equivalent number of recorded bits lost.
As an example, a warm receiver will greatly reduce the
IVS Network Coordinator sensitivity of a telescope. The resulting performance
IVS 2014 Annual Report will be in some sense equivalent to the station having
a cold receiver but observing for (typically) only one-
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third of the nominal time and therefore recording théor. If we omit those losses from the observing time
equivalent of only one-third of the expected bits. In #ss, the overall observing time loss is reduced (artifi-
similar fashion, poor pointing can be converted into atially) to about 10%. Twice that is closer to 17% than
equivalent lost sensitivity and then equivalent fractiodoubling 12% is, but the 17% value is still about 25%
of lost bits. Poor recordings are simply expressed &ss than expected. A similar but somewhat smaller dis-
the fraction of total recorded bits lost. crepancy also occurred for 2012. Some work would no
Using correlator reports, an attempt was made toubt find the issues that caused this, but the factor of
determine how much observing time was lost at eatwo is just a rough approximation, so not getting agree-
station and why. This was not always straightforwanthent is not too large an issue of concern.
to do. Sometimes the correlator notes do not indicate For 2014, the actual percentage of data (dual fre-
that a station had a particular problem, while the quadtuency) that was not included by the analysts was
ity code summary indicates a significant loss. Recoapproximately 23%. This is even larger (by approxi-
structing which station or stations had problems—andately 7%) than the single baseline observations re-
why—in these circumstances does not always yield goerted lost by the correlator. It is expected that this
curate results. Another problem was that it is hard twumber should be higher both because of the dual
determine how much RFI affected the data, unless ofrequency nature of the final observable and the fact
or more channels were removed and that eliminated ttiat analysts use additional criteria beyond what is dis-
problem. It can also be difficult to distinguish betweenussed here to decide when to exclude observations.
BBC and RFI problems. For individual station dayd-However, it means in effect that only about 77% of the
the results should probably not be assumed to be acolbservations we attempted to collect were useful.
rate at better than the 5% level. For the 154 experiments from 2014 examined here,
The results here should not be viewed as an afiere were 1,404 station days or approximately 8.2 sta-
solute evaluation of the quality of each station’s petions per experiment on average. This compares to 159
formance. As mentioned above, the results themsehageriments considered in the report for 2013, which
are only approximate. In addition, some problems sudtcluded 1,432 station days with nine stations per ex-
as weather and power failures are beyond the contperiment. The number of analyzed experiments and
of the station. Instead the results should be viewed the average number of stations per experiment has re-
aggregate as an overall evaluation of what percentagained about the same for 2014. Of the station days for
of the observing time the network is collecting dat2014, approximately 12% (or approximately 168 days)
successfully. Development of the overall result is onfthe observing time was lost, which is about 4% lower
ganized around individual station performance, but thian last year. Removing VGOS testing from this as-
results for individual stations do not necessarily reflesessment the overall observing time loss for 2014 was
the quality of operations at that station. 10%. This is 6% lower than in 2013, but 2013 included
Because stations typically observe with more thamany sessions lost to scheduled antenna maintenance.
one other station at a time, the average lost observiRgmoving antenna maintenance as a loss reduces the
time per station is not equal to the overall average logsar 2013 value by 3% to 13% overall loss. By this
of VLBI data. Under some simplifying assumptionsmneasure 2014 is about 3% lower than 2013. For com-
the average loss of VLBI data is roughly twice the awarison to reports from earlier years, please see Table
erage loss of station observing time. This approxima-
tion is described in the Network Coordinator’s section The lost observing time for 2014 is in line with re-
of the IVS 2001 Annual Report. For 2014, this agreesults from 2013 and years before 2009. The results for
very roughly with the number of (single frequency: 2009 may be artificially high due to a change in the
or X) single baseline observations on which the coway the results were tabulated for that year. We believe
relator reported failure, approximately 17%, but othehis year’s calculations are more in line with how they
factors, particularly the dual frequency nature of usefwlere made before 2009.
geodetic observations, complicate the picture. One sig- An assessment of each station’s performance is
nificant issue this year was that the correlators did noot provided in this report. While individual station
report losses for some stations (notably Westford) thiatformation was presented in some previous years, this
did not observe in experiments they were schedul@dactice seemed to be counter-productive. Although
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Table 1 Lost observing time. The percentage applies to a subskY stations, 13 successfully collected data for approxi-
of the 1999-2000 experiments. Percentages for 2010 and 2Ghhtely 92% or more of their expected observing time.
are omitted but should be 10-20%. The four other stations collected 70%, 68%, 65%, and

Year Per centage 42% or more of the time. These results are not signifi-
1999-2000%  11.8 cantly different from previous years.

2001 11.6 There are 21 stations in the small N group. The
2002 12.2 range of lost observing time for stations in this cate-
2003 14.4 gory was 0%—100%. The median loss rate was ap-
2882 ﬁi proximately 22%, a little worse than last year.

5006 13:6 The losses were also analyzed by sub-system
2007 114 for each station. Individual stations can contact the
2008 15.1 Network Coordinator (Ed.Himwich@nasa.gov) for
2009 215 the sub-system breakdown (and overall loss) for
2012 12.3 their station. A summary of the losses by sub-system
;gij 1615-3 (category) for the entire network is presented in Table

2. This table includes results since 2003 sorted by
decreasing loss in 2014.
The categories in Table 2 are rather broad and re-

many caveats were provided to discourage peoffiEire some explanation, which is given below.

from assigning too much significance to the resu“ﬁ(ntenna This category includes all antenna prob-
there was feedback that suggested that the results Werg, s including mis-pointing, antenna control com-

being over-interpreted. Additionally, some stations puter failures, non-operation due to wind through

reported that their funding could be placed in jeopardy 2013, and mechanical breakdowns of the antenna. It

If their performance gppeared bad, even if it was for also includes scheduled antenna maintenance. Wind
reasons beyond their control. Last and least, there

) ) ) stows have been moved to Miscellaneous for 2014.
seemed to be some interest in attempting to “gam%”

h s hod i individ IIock This category includes situations in which
the gna ysis methods to apparently improve individua correlation was impossible because the clock offset
station results. Consequently, only summary results

i either was not provided or was wrong, leading
are presented here. Detailed results are presented 9% “no fringes”. Maser problems and coherence

the IVS Directing Board. Each station can receive its ;
own results by Qc]:ontacting the Network Coordinator problgms that FOUIO-' be attributed to the. Mase?r. are
o also included in this category. Phase instabilities
(Ed.Himwich@nasa.gov). . ) reported for Kokee are included in this category.
For the purposes of this report, the stations were DBBC clock errors are included in this category.
Q'V'ded |n_to two categariedarge N: thos_e that were Miscellaneous This category includes problems that
included in 24 or more network experiments among do not fit into other categories, mostly problems be-

those apalyzed hgre ‘::BmaHZN: thosg in 17 or fewer h yond the control of the stations, such as power (only
(no stations were in the 18-23 experiment range). The prior to 2012), (non-wind) weather through 2013,

d'St'nCt'o,n be’;weerr]l these ltwo grolzps was made On_ thewind stows (moved here from the Antenna category
?slsfum}:;;uon t _at the .rﬁsu ts wou e more rt:leanlng- starting in 2014), cables, scheduling conflicts at the
ul for the stations with more experiments. The aver- stations, and errors in the observing schedule pro-

age observing time loss from the large N group was vided by the Operation Centers. For 2006 and 2007,
much smaller than the average from the small N group, this category also includes errors due to tape oper-

0, 0, i
11.9% versus 22.1%. There are many more station daysations at the stations that were forced to use tape

in the large N group than the small N group, 1,025 VeI hecause either they did not have a disk recording
sus r1122’ S0 tr|1|e Ia;ge N group is dominant in determin- system or they did not have enough media. All tape
Ing the overall performance. operations have since ceased. This category is dom-

There are 17 s.tatlons in the large _N group. Ten inated by weather and scheduling conflict issues.
stations observed in 49 or more experiments. Of the
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Table 2 Percentages of observing time lost by sub-system. Percentageélfba@d 2011 were not calculated.

Sub-System | 2014/2013{2012|2009|2008(2007|2006|2005(2004|2003
Miscellaneoug35.11 9.4 6.9 15.3 12.8 7.6/ 18.0 8.0 8.0 6.0
Antenna 14.81 39.6 18.1 29.4 19.2 34.6 19.0 24.4/ 32.9 17.8
Receiver 13.89 7.7/ 11.7, 18.6 13.8 14.9 20.8 24.2 18.0 25.2
RFI 13.24 6.4/11.8 5.9 14.8 10.4 11.4 6.2 5.0 9.3
Rack 12.0219.521.8 6.6/ 8.7/11.4 16.3 5.1 6.8 5.0
Recorder 4,10 3.3 5.7 29 4.1 4.6 3.3 8.9 11.1 10.9
Operations | 4.08 2.5 2.00 1.2 2.3 0.0 2.0 4.7 6.1 3.6

Unknown 1.3 5.7114.214.217.7114.9 4.0, 3.3 10.1 12.4
Power 0.4 2.1

Clock 0.2 3.5 1.8 1.9 0.5 0.3 4.9 145 0.5 34
Software 0.17 1.0 0.3 0.1 0.1 0.4 0.1 0.5 0.1 0.1
Shipping 0.00 0.9 3.6/ 4.0 5.4 1.0 0.0 0.2 1.4 6.1

Westford VGOS testing, 28 station days, has been correlator reports, so some losses are probably
assigned to Miscellaneous for this year, 2014. mis-assigned between the Rack category and the
Operations  This category includes all operational er- RFI category.
rors, such as DRUDG-ing the wrong schedule, stai$hipping  This category includes all observing time
ing late because of shift problems, operator (as op- lost because the media were lost in shipping or held
posed to equipment) problems changing recording up in customs or because problems with electronic
media, and other problems. transfer prevented the data from being correlated
Power This category includes data lost due to power with the rest of the experiment’s data.
failures at the sites. Prior to 2012, losses due oftware This category includes all instances of soft-
power failures were included in the Miscellaneous ware problems causing observing time to be lost.
category. This includes crashes of the Field System, crashes
Rack This category includes all failures that could be of the local station software, and errors in files gen-
attributed to the rack (DAS), including the formatter erated by DRUDG.
and BBCs. There is some difficulty in distinguishingJnknown This category is a special category for
BBC and RFI problems in the correlator reports, so cases where the correlator did not state the cause
some losses are probably mis-assigned between theof the loss and it was not possible to determine the
Rack category and the RFI category. cause with a reasonable amount of effort.

Receiver This category includes all problems related ) o )
to the receiver, including outright failure, loss of S°Me detailed comments on the most significant is-

sensitivity because the cryogenics failed, desigﬁ’rJeS for this year's data loss are given below.

problems that impact the sensitivity, LO failure, and  The largest source of data loss for 2014 was Mis-

loss of coherence that was due to LO problems. In ¢g|janeous at 35% which was due to moving wind

addition, for lack of a more clearly accurate choice,  stows and weather related issues into this category.

loss of sensitivity due to upper X-band Tsys and yGOS testing at Westford was also assigned to

roll-off problems are assigned to this category.  Miscellaneous as that station did not participate in
Recorder This category includes problems associ- g previously scheduled R1 sessions.

ated with data recording systems. Starting wit§ The Antenna was the next largest source of loss at
2006, no problems associated with tape operations 14.8%, and the Receiver was next at 13.9%, with
are included in this category. _ Fortaleza observing warm for 28 scheduled days.
RFI This category includes all losses directly R contributed about 13%, almost all in S-band
attributable to interference, including all cases g,e to commercial systems. The stations with the

of amplitude variations in individual channels, gt significant RFI losses are Fortaleza, Medicina,
particularly at S-band. There is some difficulty 54 Matera.

in distinguishing BBC and RFI problems in the
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e The data rack was the next largest source of lo8sNew Stations
at 12%, about 7.5% lower than in 2013. This im-

provement is the result of bringing all stations up t§here are prospects for new stations on several fronts.

14 working converters and what seems like a bettghese include (in approximate order of how soon they
operational handle on digital back-ends and bettgfi| start regular observations):

grounding at the sites.

e The proportion of losses attributed to Unknowne At Wettzell in Germany, the new Twin Telescope
1.3%, decreased this year, primarily because of im- Wettzell (TTW) for VGOS has been commissioned.
provements in classifying the cause of losses. As- At GSFC inthe USA, a new 12-m antenna is under-
signed maintenance for this year was 22 station going testing. While this antenna is primarily for
days, 14%, with about half for repair of the antenna use in the development of the VGOS system, it is
across the network. expected that it will eventually join the network for

regular observing.
Overall, while the network operated well for the, gouth Korea has a new antenna for geodesy at Se-

most part, there are a few no.table issues (in alphabet- jong, built by the National Geographic Information
ical order of station), for stations that lost more than |nstitute (NGII). This antenna is now used for nor-

120 total observing hours regardless of the number of 1,4, operations. There is also interest in geodetic

scheduled sessions for 2014. use of the Korean VLBI Network (KVN), which

consists of three stations intended primarily for as-

tronomy.

In Spain/Portugal, the RAEGE (Atlantic Network

e Hobart12 and Hobart26 have a new and serious RFI ©f Geodynamical and Space Stations) project aims
issue. Hobart12 had multiple wind stows, and Ho- to e.stablllsh a n_etwork.of four fundamental geodgnc
bart26 had DAS issues. stations including radio telescopes that will fulfill

the VGOS specifications: Yebes (1), Canary Islands

(1), and Azores (2).

In Norway, the Norwegian Mapping Authority

e Fortaleza had a significant cryogenic problem again
this year, and a new compressor was shipped to the
station in 2015. °

e Katherinel2 had wind stows and DBBC issues
since repaired.

e Matera had serious RFI and DAS issues since r&- o . . ;
paired (NMA) is in the civic construction phase for a twin

e Medicina had required antenna maintenance and telescope system.
weather issues ¢ In Sweden, Onsala Space Observatory has ordered

e Warkworth had multiple antenna controller issues a twin tglescope System. )
and antenna repair. e In Russia, VGOS antennas have been built at the

o Westford lost scheduled R1 sessions due to VGOS QUAS’_A‘R, sites Bgdary ,an,d Zel.en.chukskaya.
testing. e There is interest in India in building a network of

Yarragadee had Mark 5 module and timing issues. 10U teléscopes that would be useful for geodesy.
Yebes40 lost data due to their data rack until rd- Saudi Arabia is investigating having a combined
geodetic observatory, which would presumably in-

paired.
clude a VLBI antenna.
e Colombia is investigating having a combined
geodetic observatory, which would presumably
2 CONT14 include a VLBI antenna.

. Many of these antennas will become available for
The CONTI14 sesspn ran _from May _6_20' 2014Uﬁe in the next few years. Efforts are being made to
There were 15 sessions using 17 stations for a tota . . .
. . : ensure that these antennas will be compatible with
of 114,522 scans in 255 station days. 18 station d oS
were lost, 7% overall. RFI accounted for 3%, and the '
weather caused 2.5% data loss, usually due to wind

stows.
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4 Network Coordination Activities e Updating Network Station configuration files.
e Helping to coordinate a Mark 5A/5B firmware up-

Network coordination involved dealing with various ~date for large module directories and bigger disks.

network and data issues. These included: e Providing support, including software develop-
ment, for the 12-m antenna at GSFC and the VGOS
e Reviewing all experiment “ops” messages, correla- observing system.

tor reports, and analysis reports for problems and Other activities as needed.
working with stations to resolve them.

Responding to requests from stations for assistance.

Identifying network station issues and working

with the IVS Coordinating Center and the stations

to resolve them. This year these included:

— Encouraging timely delivery of log files
— Validating DBBCs replacing existing systems
— Maintaining the FS PC kernel

e Participating in development of the new VEX2
schedule file standard.

e Providing catalog update information for station
equipment and track lay-outs.

e Recognizing and reporting DBBC issues to station
observing staff.

e Reviewing Mark 5 recording error checks for prob-
lems and informing correlator staff and station staff.
Resolving Kokee GPS/NTP timing issues.

e Troubleshooting power supplies and identifying the
correct parts for shipping.

e Troubleshooting video converters and organizing
shipments to stations.

e Providing telescope pointing analysis and advice.
Support, including software development, for the
12-m antenna at GSFC and the VGOS observing
system.

5 Future Activities

Network coordination activities are expected to con-
tinue next year. The activities will largely be a contin-
uation of the previous year’s activities:

e Reviewing all experiment “ops” messages, correla-
tor reports, and analysis reports for problems and
working with stations to resolve them.

Responding to requests from stations for assistance.
Identifying network station issues and working
with the IVS Coordinating Center and the stations
to resolve them.
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